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Introduction
Thank you for purchasing our product.
This document is an operation manual for the Ganz Installation Tool (GIT).

Please carefully read this manual before using the product and keep it for future reference.

Microsoft and Windows are registered trademarks of Microsoft Corporation in the United States and other
countries.

Acrobat and Adobe are either registered trademarks or trademarks of Adobe Systems Incorporated.

Intel is either a registered trademark or a trademark of the Intel Corporation or its subsidiaries in the

United States and other countries.
Other company or product names described in this manual are either trademarks or registered trademarks

of their respective companies.

Notice
® You may not copy, reprint, or modify any part or the whole of this manual without our

prior approval.

® Contents of this manual are subject to change without notice.

® Please contact us if you have any questions or if there are any errors, missing
remarks, misplaced pages, or missing pages in this manual.
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1 Before You Start

1.1 Overview

GIT is software tool that can display camera information, configure the network settings and upgrade the
firmawe of the camera on the network.

1) Camera information
Camera Name
Model Name
Serial No
F/W Ver
Net Mode
IP Address
Http Port
Subnet Mask
MAC Address

2) Network setting
DHCP/Fixed IP, IP address, Subnet Mask

3) Firmware update

1.2 Recommended System Environment

The system environment is as follows:

CPU Pentium Il 600MHz or higher, K®6-IIl or higher
Memory At least 256MB for XP, 1GB for Vista.
Video Card XGA (1024x768) or better
HDD At least 10MB free area
CD Drive CD-ROM or DVD-ROM drive
Network I/F 10BASE-TX or faster
(O] Windows XP Professional SP3 (32bits)
Vista Enterprise Edition SP1 (32bits)
Required libraries .Net Framework 2.0 or later




1.3 Installing GIT

Insert the installation CD in the CD drive of your PC and browse the content.

Execute the GIT.msi in \Utility\GIT folder to start install.

Welcome to the GIT Setup Wizard

The installer will guide you through the steps required ta install GIT on your computer.

WARNING: This computer program is protected by copyright law and international treaties.
Unautharized duplication or distribution of thiz program, or any portion of it, may result in severe civil
or criminal penalties, and will be prozecutad ta the masimum extent poszsible under the law.

Caticel

Click “next to proceed installation.

Notel: Administrator authority required to install the program.



Specify the install directory if nessesory.

Select Installation Folder

The installer will install GIT ta the following folder.

Tainztall in thiz folder, click "Mext”. Tainztal to a different folder, enter it below ar click "Browse'".

Falder:

C¥Program Files¥GITY Browse. .

[ Cancel ] [ < Back ] | Mest >

Click “Next” to proceed.

Confirm Installation

The inztaller iz ready to install GIT on wour computer,

Click "Mexst" to start the installation.

[ Cancel ] l < Back ] | Hest >

Click “Next” to start installation.



BEL

Installing GIT

GIT is being inztalled.

Please wait..

It will take two to five minutes for installation depending on PC performance you installed.

GE]

Installation Complete

GIT has been successfully installed.

Click "Cloze" to exit.

Flease use Windows Update to check for any crtical updates to the MET Framework.

Click “Close” to finish installation.

1.4 Uninstalling GIT

To uninstall GIT from your computer, select from the Start menu [Control Panel] > [Add or Remove
Programs].

1.5 Windows Firewall Alerts

GIT must be allowed access to the network.
If your Windows Firewall is active, disable its blocking.
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2 GANLZ Installation Tool operation
2.1 Running GIT

¥
Click % icon on the desktop or select “start” GIT” form Start=>Program menu of Windows Start
menu.

1 G ANZ Installation Tool :||:|rz|
File  About
Ath M ebwark, Camera Infio
Adrnin D () Static () DHCP Cameral ame
| | P Address
Adrin Pagzward | | todel Mame
| | Subnet kazk Serial Ma
Defualt Gateway Pl
| | Met Mode
IP Address
Http Part
Subnet Maszk,
|F Camera Search b ac Address
Camera List




2.2 Camera search on the network

) IF Camera Search ] )
Click button to earch IP cameras on the same network. Cameras will be shown in

the Camera list. The selected camera information will be shown in “camera info” field.(refer to 2.3
Camera information)

Camera List
152.168.114 ZN-D9312PHA 0021D94FDD1B  00:21:d9:4-00:1b -
192.168.204 .4 ZN-YM1300N KBEZ20000 00:21:d9:4f:00:51 -

192.168.32.1 ZN-YM1 300N KEE20000

m

The following function can be selected for selected camera.

1) Change Network setting (See section 2.6 Network settings)
2) Update firmware (See section 2.7 Update firmware)

3) Reboot the camera (See section 2.8 Reboot)



2.8 Camera Information

Camera [nfo

Camerah ame
Model M arme
Serial Mo

F M er

Met Mode

IP Address
Http Part
Subret Maszk

M ac Addrezs

Camera information of selected camera in “camera list” 1s shown.

Camera Name
Model Name
Serial No

F/W Ver

Net Mode

IP Address
Http Port
Subnet Mask
Mac Address
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2.4  User Authorization

auth
adrmin ID

Admin Password

Type in Admin ID and password to control camera.

Admin ID : Administrator ID for selected camera
Admin Password : Password for selected camera.

“Program Update” button and Reboot button will be activated when correct ID and password
specified.

[ Program Update ]

[ Reboot ]
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2.5  Network settings

Metwark
() Static () DHCP

IP Address

Static selected
Subnet Mask IP Address
Defualt Gateway subnet Mask

Defualt Gateway

Static : User have to specify static IP address
DHCP : Camera will get IP address from DHCP server.

If “Static” selected IP Address, Subnet Mask and Default Gateway fields will be enabled.

Notel:There are some limitation to set addresses.
IP Address “inhibitted 0.xxx.xxx.xxX and XXX.XXX.XxX.255
Subnet mask P active range 192.0.0.0~255.255.255.252
Default Gateway : inhibitted 0.xxx.xxx.xxx and XXX.XXX.XXX.255
Can not set the same address to IP address and Default Gateway.

Note2:If it failed to assign IP address by DHCP server, net type will be back to “static” and IP
address will be set to default value (192.168.0.250).

[ Set IP Address ]

After setting all parameters, the button will be activated.

Set IP Address ]

After clicking button, all network settings will be set to camera and the

camera automatically reboots. (It takes two minutes)
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2.6 Firmware update

Click [ Program Update
1c

button inorder to update firmware.

Brows the update firmware file from file open menu and click “open” button.
Firmware update process will start. It will take maximu 15 minutes to finish update process
(depend on network condition or PC performance)

Look i |wHemnvabIe Digk [G:] V-I ¢ ?‘ b v

==

\ S
{ ‘? 1090127y uki_release

My Fecent IC51200901295K YReleass
Documents 320090310

=) =Lf]camerasetting_cump
rw ICydenmark
Deskiop :i_:]FiIeCheck
[CT3MSS_20090207
IC)winsetup20080816
"_) | winsetup200901 28

(o

by Documents
% userland_dd_090309_3

8

My Computer

.‘;i] File: name: i hd i I Open ]
o

My Metwork, | Files of ype: | BIMN Compressed File(®.bin] ~ | Cancel

When update finished the “Succes” window will be shown and camera will be rebooted
automatically. Reboot takes two minutes.
DO NOT turn off PC or comera power during update process!!

- | J Update completed!

2.7 Reboot

. [ Reboot
Click button for manual reboot.

It will take two minutes for reboot.
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