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1. Using PixelPro Discovery Tool

PixelPro Discovery Tool is the software to control IP address settings for GANZ
PixelPro series (ZN-Cxx, Dxx, Bxx) network camera.

Default setting of network is set to “DHCP” and “UPnP” function is set to ON.
So, your network have DHCP server and UPnP function is enabled on your P
C, you can find the network camera in “My Network Places”.

If a DHCP server is not available on your network, please assign the IP addres
s using PixelPro Discovery Tool.

oz PixelPro Discovery lool V2.3 E’ 0 m
STEP | MAC Address I Type IP Address | Change IP Address | Gatewav | Subnet Mask |
SEARCH 00:1c:b8:30:00:c4 STATIC 192.168.1.101 0.0.0.0 0.0.0.0 255.255.255.0
< >

PAddes; | 0 . 0 .0 . 0O pNsL: | O .0 .0 .0
Gateway: I o .0 .0 .0 DNS2: | 0 .0 .0 .0 Search
Subnet Mask: I 0 0 0 0
Close
Ready NUM

Search

Apply
Save

Close
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Click this button to find devices on the network.

Click this button to apply new IP address settings to the list.

Click this button to save IP address settings to all cameras.

Exit application.
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1) Copy PixelProDiscoveryTool.exe to your PC from “Software CD”

2) Execute PixelProDiscoveryTool.exe and click “Search” button.
PixelPro Discovery Tool will show the network camera(s) in your network.

STEP | MAC Address | Type l IP Address | Change IP Address | Gateway |
SEARCH 00:1c:b8:30:00:c4 STATIC 255.255.255.255 0.0.00 0.0.0.0

Subnet Mask |
255.255.255.0

Note: The default setting for IP address is set to “DHCP”, if your network

does not support DHCP, IP address will be shown as “255.255.255.25
51!

3) Select the camera which you want to set IP address in the list

4) Enter all of the network information.

IPAddress: | 192 . 168 . 1 . 101 pyst; [ O . 0 . 0 .0
Gateway: | 192 . 168 . 1 . 1 DNS2: I 0o .0 .0 .0
Subnet Mask: | 235 . 235 . 235 . 0 Apply

5) Click “Apply” button, the setting will be showed in the list.

STEP | MAC Address | Type | IP Address | Change IP Address | Gateway |
APPLY 00:1c:b8:30:00:c4 STATIC 255.255.255.255 192.168.1.101 192.168.1.1

Subnet Mask |
255,255.255.0

6) If you want to undo these changes, select the camera and click the “Und
o” button.

7) If you want to change multiple camera IP address, repeat steps 3 - 5.

Click “Save” Button to send the new IP address settings to the cameras.
Click “OK” to proceed.
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Ee _PixelPro Discovery Tool V2.3

STEP | MAC Address | Type I IP Address I Change IP Address | Gateway | Subnet Mask |
APPLY 00:1c:b8:30:00:c4 STATIC 255,255,255.255 192,168.1.101 192.168.1.1 255,255.255.0

' : Do you want to change IP address?

T =
< | >

Paddes;: | 0 . 0 . 0 . 0O DNs: [ 0 .0 .0 .0

Gateway: I o .0 .0 .0 DNS2: I o .0 .0 .0 Search

Subnet Mask: I o .0 .0 .0 | Save |

Close

Ready NUM

8) Click “Search” button again to search the network camera.
The new IP address will be showed in the camera list.

au PixelPro Discovery Tool 2.3

STEP | MAC Address | Type | IP Address | Change IP Address | Gatewav | Subnet Mask |
SEARCH 00:1c:b8:30:00:c4 STATIC 192.168.1.101 0.0.0.0 0.0.0.0 255.255.255.0
< | >
IP Address: I o.o0 .0 .0 DNS1: I o.o0 .0 .0
Gateway: I o .0 .0 .0 DNS2: I 0 .0 .0 .0 Search
Subnet Mask: I o .0 .0 .0 Apply Save
Close |
Ready NUM él
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2. Web browser connection
PixelPro Discovery Tool can access your web browser directly from the list.

Double-click a camera on the list, and Internet Explorer will open automaticall
y.

Note : The Network camera supports Internet Explorer 7 or above.
Please check version of your browser and update it if necessary.

When first accessing the camera, you need to download and install ActiveX
from camera to display Live image.

Default User and Password are set to “ADMIN” and “1234”. Please type in
the user ID and password to connect to the network camera.

(= LIVE VIEW - Windows Internet Explorer

@.\ )+ | €] htipijj152.168.1. 101 fhkmifive_view.him

File Edt View Favorites Tools Help

Connect to 192.168.1.101 ! Google | V| S search - o @ - - B+ % Bookmarks~ | "% Check + ] AutoFil + 4

W | @uvevew ‘ ‘

1® This website wants to install the Following add-on: ‘ncxview Control' from ‘CBC Co., Ltd.", If you trust the website and the add-on and want to install it, click here. ..

The server 192.168.1,101 at IP-CAM requires a username
and password.

Warning: This server is requesting that your username and @) Click here to install the following ActiveX control: 'ncxview Canteal fio

el - iert Instal X Ci
password be sent in an insecure manner (basic authentication h‘s e
without a secure connection). .

User name: l € ADMIN A l

Internet Explorer - Security Warning

Password: ‘ eeed|

Do you want to install this software?
Name: ncxview Control
Publisher: CBC Co., Ltd.
[¥] more gptions Instal Don't Install_|
Cancel

[Jremember my password

‘While files from the Internet can be useful, this file type can potentially harm
your computer, Only instal software from publishers you trust, What's the risk?
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1280X720

Note: By Default the cameras come with “Installation Mode” set to “ON” to
enable Analog output. You must turn installation mode off to use

720p or 1080p streaming.

For further information for setup, please refer to User’s Manual,
which is contained on the included software CD.
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